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PN 10/16
DN 50–400 (2“–16“)

PN 10/16
DN 32–50 (1¼“–2“)

BALL CHECK VALVES



APPLICATIONS

2

Dimensions are mentioned in mm.

FLANGED VERSION

• Wastewater, sewage, thick and viscous liquids, potable water

STANDARDS WORKING CONDITIONS
Face to face acc. to EN 558-1
Connection between flanges acc. to EN 1092-2

Temperature range: -10 °C to +70 °C (NBR)
 -10 °C to +120 °C (EPDM)
Max. working pressure: 10 bar / 16 bar

Pos. Name Material

1 Body
Ductile cast iron GGG40 EN-
GJS-400-15 / Grey cast iron GG25 
EN-GJL-250

2 Bonnet
Ductile cast iron GGG40 EN-
GJS-400-15 / Grey cast iron GG25 
EN-GJL-250

3 Ball Ductile cast iron GG25 EN-GJL-250 
/ Aluminium / NBR / EPDM

4 Gasket NBR
5 Screw Steel Fe/Zn5 / Stainless steel
6 Screw stopper Wax

DN PN (bar) L H d D K l C f n Weight (kg)
50 16 200 113 102 165 125 19 19 3 4 8
65 16 240 126 122 185 145 19 19 3 4 13
80 16 260 162 138 200 160 19 19 3 8 17

100 16 300 194 158 220 180 19 19 3 8 24
125 16 350 214 188 250 210 19 19 3 8 34
150 16 400 260 212 285 240 23 19 3 8 52
200 16 500 320 268 340 295 23 20 3 12 83
250 16 600 365 319 405 355 28 22 3 12 136
300 16 700 427 370 460 410 28 25 4 12 229
200 10 500 320 268 340 295 23 20 3 8 83
250 10 600 365 319 405 350 23 22 3 12 136
300 10 700 427 370 460 400 23 25 4 12 229
350 10 800 427 429 520 460 23 27 4 16 260
400 10 900 537 480 580 515 28 28 4 16 395



APPLICATIONS

THREADED VERSION

3

Dimensions are mentioned in mm.

• Wastewater, sewage, thick and viscous liquids, potable water

STANDARDS WORKING CONDITIONS
Thread connections acc. to EN 10226-1 Temperature range: -10 °C to +70 °C (NBR)

 -10 °C to +120 °C (EPDM)
Max. working pressure: 10 bar / 16 bar

Pos. Name Material

1 Body
Grey cast iron GG25 EN-GJL-250 
/ Ductile cast iron GGG40 EN-
GJS-400-15

2 Bonnet Ductile cast iron GGG40 EN-
GJS-400-15

3 Ball Aluminium / NBR / EPDM
4 Gasket NBR / EPDM
5 Screw Steel Fe/Zn5 / Stainless steel
6 Screw stopper Wax
7 Gasket NBR / EPDM

DN G (cal) L m H Weight (kg)
32 16 140 18 75 2,2
40 16 150 10 89 3,1
50 16 220 35 113 5,0
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TECHNICAL INORMATIO
N

All statements, technical information in this brochure are tentative and for general use only 
and do not constitute a recommendation or guarantee for any specific service or application 
requirement. Consult ABO representative or factory for specific requirements and material se-
lection for your intended application. The right to change or modify product design or product 
without prior notice is reserved. Binding specification will be provided in each offer. ABO valve 
accepts no liability for damages caused by bad interpretation or use of the information included 
in this brochure.
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Data subject to change.
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